Well shut in for production equipment maintenance -

8/9/2019 240 24.0 0.0 0.0 16:50;
Separation Flowback Period - 18:00
Well shut in to increase choke - 13:00;
b ) i
8/10/2019 240 240 i) R Separation Flowback Period - 13:30
Well shut in to Increase to a 1" choke - 15:00;
2 2 2
B/ 253 3 90 2 Separation Flowback Period - 15:30
Well shut in to rig off and turn over to production -
8/12/2019 24.0 24.0 0.0 0.0 (8:30;
Separation Flowback Period - 12:30
§/13/2019 240 24.0 0.0 0.0
Well shut in to inspect and replace washed iron - 00:30;
3 B 2
Bl 2013 2 240 00 i Separation Flowback Period - 01:15
Well shut in - 03:00;
2 2
81512009 433 233 i 6a Separation Flowback Period - 03:30
8/16/2019 240 24.0 0.0 0.0
Well shut in due to high pipeline pressure - 19:00;
2 2
SRR 2o L 00 00 sparation Flowback Period - 21:30
Well shut in for production maintenance - 08:30;
2 2
B 23,0 ) b 00 Separation Flowback Period - 10:00
8/19/2019 24.0 24.0 0.0 0.0
8/20/2019 240 24.0 0.0 0.0
Well shut in - 09:30;
2
8212019 240 Al =0 bl Separation Flowback Period - 10:30
Well shut in - 13:00;
8/22/2019 180 190 o8 L Separation Flowback Period - 18:00
8/23/2019 24.0 24.0 0.0 0.0
8/24/2019 24.0 24.0 0.0 0.0
- .x\mmxmﬁ:@ ) 240 24.0 0.0 0.0 - ]
8/26/209 7.0 7.0 0.0 0.0 Well shut in. Turned over to production - 07:00




